
2N® VoIP gateways
 

IP PBX Comment

CISCO Call Manager version

CISCO Express version 4.1

Avaya version 6.3

Microsoft Lync version 

InnovaPhone IP302

Alcatel - Lucent 

OmniPCXEnterprise 
R9.0 h130142

Alcatel OXO version 7.7.1

Siemens HiPath version

Asterisk version 1.4.18.1

SWYX 6.10 

Trixbox version 2.

Panasonic  KX-TDE 

Elastix 
version

Asterisk: 

2N PBXs 
2N® Netstar IP, 2N® OfficeRoute,

2N® Omega Lite

 

Other IP PBXs Company

Shortel 

Epygi IP PBX 

3Cx 

Brekeke IP PBX 

2N® VoIP gateways support SIP based IP PBXs

has SIP2.0 and supports one of following codecs: G711a,G711u, G729ab. 

VoIP gateways supported IP PBXs

Comment Company

sion 6, 7 a 8.0, 8.5 

version 4.1 

version 6.3  

ersion 4.0.7577.0 

IP302, IP800 version 8 

R9.0 h130142 

version 7.7.1 

version 3000, 3500, 3800 

version 1.4.18.1, 1.4.20 

 

version 2.5 

TDE / NCP version 2.000 onwards 

sion Elastix: 2.0.0,  

Asterisk: 1.6.2.13 

2N® Netstar IP, 2N® OfficeRoute, 

2N® Omega Lite 

Company Other IP PBXs 

 
Televantage 

 
PBXnSIP 

 
Voipswitch 

 
MERA 

 

SIP based IP PBXs. Verify easily compatibility and c

and supports one of following codecs: G711a,G711u, G729ab. 

upported IP PBXs 

Company 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Company 

 

 

 

 

 

compatibility and check if your IP PBX 

and supports one of following codecs: G711a,G711u, G729ab.  


