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1. Product 
Overview 

 

 

 

In this section, we introduce the 2N È Helios IP Manager  product, outline its 

application options and highlight the advant ages following from its use .  The section  

also includes safety precautions . 

 

Here is what you can find in this section :  

Â Product D escription  

Â Associated  Products  

Â Upgrade    

Â Terms and S ymbols Used   
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1.1 Product Description  

The 2N È Helios  IP  Manager  application  helps configure and administer door access 

communicators ( intercoms )  from the 2NÈ Helios  IP family.  The application is intended 

for the system administrator and is installed on a computer that has access to the 

intercoms  configur ed via a LAN network.  
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1.2 Associated Products 

Basic 2N
È
 Helios IP Units 

 

   

 

9137111(C)E  

Basic unit  

1 button  

 9137131(C)E  

Basic unit  

3 buttons  

 9137161(C)E  

Basic unit  

3Ĭ2 buttons  

 

    

9137111(C)KE  

Basic unit  

1 button  +  keypad  

9137131(C)KE  

Basic unit  

3 buttons  

+  keypad  

913 7161(C)KE  

Basic unit  

3Ĭ2 buttons  

+  keypad  

9137160(C)KDE  

Basic unit  

3Ĭ2 buttons  

+  keypad  +  displ ay  

 

(C) = integr ated camera  
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1.3 Upgrade 

The manufacturer reserves the right to modify the product in order to improve the 

productôs properties. 

 

Manual 

Ver sion  

Desc ription of C hanges  

1.2 .0 Â The Condensed User M anual corresponds to the 2NÈ Helios IP 

Manager  firmware  version 1. 2.X. 

 

Caution  

Â The manufacturer is committed to upgrading the firmware according to 

the clientsô requirements. Refer to the 2N web sites www.2n.cz  for the 

current 2N È Helios IP Manager  firmware versions and User Manual 

updates . 

 

http://www.2n.cz/
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1.4 Terms and Symbols Used  

Symbols Used in Manual  

 

Warning  

Â Always abide by this information to prevent damage to the device . 

Caution  

Â Impor tant information  for system functionality . 

Tip  

Â Useful advice for quick and efficient functionality.  

Note  

Â Routines or advice for efficient use of the device . 

Future Functions and Features 

The grey -marked text  in this document designates the functions and features that are 

under preparation or development at present .  
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2. Software 
Installation 

 

 

 

This section  describes the installation of the 2N È Helios IP Manager  software . 

 

Here is what you can find in this section :  

Â Minim um System R equirements  

Â Softwar e Installation  

 

 



Minimum System Requirements  2.1 

 

12 

2.1 Minimum System Requirements  

Minimum Requirements  

Opera ting system :  Windows XP SP2, Windows Vista, Windows 7  

Proce ssor :   1 GHz  

Opera ting memory :  512 MB  

Available disk space :  x86 ï 900 MB, x64 ï 2 GB  

Display resolution  1024 x 768 pixels  

 

 

Recommended Configuration  

Opera ting system :  Windows XP SP2, Windows Vista, Windows 7  

Proces sor :   2 GHz  

Opera ting memory :  1 GB  

Available disk space :  x86 ï 900 MB, x64 ï 2 GB  

Display resolution  1024 x 768 pixels  
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2.2 Software Installation 

Find t he 2N È Helios IP Manager  on the product CD  enclosed. Download t he latest 

version from the www.2n.c z website.  

The application can be installed on a computer featuring a Windows XP, Windows 

Vista, or Windows 7  operating system.  To i nstall  the software, launc h the setup.exe  

file.  

A security warning (see below) will be displayed during installation; please accept it by 

pressing the Install  button . 
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2.3 Application Licences 

The 2NÈ Helios IP Manager is supplied as a 30 -day demo version  for up to five   

devices co nfigured within a project. Normally, t he following licences are available:  

9137911  -  5 devices  

9137912  -  20 devices  

9137913  -  50 devices  

9137914  -  unlimited  

 

To generate a licence, click on the Request new licence  to get the unique PC 

identifier .  
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3 

 

 

3. Application 
Controls  

 

 

 

This section  describes the 2N È Helios IP Manager  controls . 

 

Here is what you can find in this section :  

Â Basic Controls  

Â Zones  

Â Device s 

Â Users and U ser Groups  

Â Time Profiles  

Â Uploading  Data  

Â System C onfiguration  Back -Up  
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3.1 Application Controls  

The application window is divided into several sections (see the figure  below ).  

 

 

 

 

Toolbar   

The configuration back -up for the administered intercom s is saved on the system 

administratorôs PC as an xml  file.  Th e configuration setup  can be saved  or loaded 

to/from a fil e or to any of the intercom s using the toolbar buttons .  

Â Save  ï sav e a project in to  a file .  

Â Load  ï load a project from a file .  

Â New  ï set up a new project .   

Â Upload  ï send a configuration to selected devices .  

Tag s 

The system configur ation includes  several areas . Use the tags in the left -hand bottom 

corner of the window to switch  between the areas.  

Tip  

Â Double -click on a ta g to display a detailed item list  (Users, Zones, Devices , 

etc .)  

Toolbar  

List of 
items  

Configuration cards  

Tags  

Context buttons  
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Item List  

The item list d isplay s the objects creat ed (users, zones, devices, etc.) for the selected 

ta g.  Right -click on the item  to display a context menu with the offer of actions related 

to the item.  

Context  Buttons  

Context buttons are used for quick  handling  of the object displayed.  The number and 

fu nctions of the buttons depend on the currently chosen ta g ï part of the system 

configuration.  Typically,  the following buttons are available:  

Â Add  or  Create  ï add  or creat e a new item.  

Â Delete  ï delet e an item.  

Configura tion Cards  

Configura tion cards make the setup of the selected item clearer and well - structured . 

 



Zones  3.2 
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3.2 Zones 

Any area or building entrance secured with a door access communicator c an be 

divided into zones.  Access to those zones can be rest ricted only to the people on a  

list.  

You can define a ny nu mber of zones in the system  and specify their hierarchies as 

required . Remember to create one zone at least w hile making a new configuration . 

 

 

To c reat e a zone :  

Â Go to the Zones  item in the ta gs. 

Â Call up the Create root zone  context menu i n the item list . 

Â Enter the zone name .   

Â Press Create  to c onfirm your zone creation . 

 

When creating zone hierarchy, always start f rom the highest superior zone.  

To c reat e a subordinate zone:  

Â Go to the Zones item in the ta gs. 

Â Call up the Create root zone context menu i n th e item list . 

Â Enter the zone name and choose the Parent Zone .  

Â Press Create  to c onfirm your zone creation . 
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Tip  

Â The currently selected  zone is used as the default  Parent Zone  for  

subordinate zone  creation . 

 

One or more universal numeric access codes can be assigned to each zone.  These 

access codes can be used for fast and secure access to a zone with intercoms  

featuring a numeric keypad.  The codes entered will apply to all devices  in the given 

zone.  



Devices  3.3 
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3.3 Devices 

Every 2N È Helios  IP intercom  is represented by a  device  in the application . Define a  

device  using the  IP address, communication port  and access password.  

 

 

To add  a physical device  to the system configuration:  

Â Go to the Devices  item in  the ta gs. 

Â Call up the Create device  context menu i n the item list . 

Â Enter the device  name , IP address and access information and select the 

zone . 

Â Press Create  to c onfirm your device creation .  

 

Note  

Â The device  name is used for eas y distinguishing of device s in lists.  It does 

not affect the system function and is chosen by the system administrator.  

 

Having created a device , click on Download  to download the configuration.  
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Telephone Directory Setting 

Use the Phoneb ook  (Telephone D irectory) card to set the users to be called from the 

selected device  using  the speed  dial bu ttons. Click on a button and select a user from 

the list to assign the  user to a specific position.  

  

 

Note  

Â The number of telephone directory  positions depends on the model and 

licence of the given device .  

 

Tip  

Â You are advised to consider your future 2 NÈ Helios IP system layout 

including extenders while configuring your telephone directory . The first 

six telephone directory positions are used for the 2NÈ Helios IP buttons 

and positions 7 ï 54  are assigned to extender buttons . 
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Speed Dial Button Setting 

Use the  Buttons  card to assign users to the  speed dial buttons . Right click on the 

2NÈ Helios IP image below and select the type in the context menu to add extenders 

and the info panel . For display -equipped models, set the speed dials for the main unit 

usi ng the Display  card . 

 

 

 

Display Setting 

Use the Display  card to set the information to be displayed by 2NÈ Helios IP. Use the 

following cards to define  the display properties:  

Theme  Card  

Use the card to set colours for  the status screen elements to be dis played during calls 

and at rest, the default colour setup and font of the telephone directory items to be 

displayed .  
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Phonebook  Card  

Use the card to create a telephone directory  to be displayed on 2NÈ Helios  IP. Add 

users and user groups to the list .  

Set the colour scheme and fonts for each item in the Properties .  Select the Theme  

option before adding an item to  the telephone directory to enable  batch  setting of 

paramet ers . 

Use the context menu displayed by the right  mouse  click to arrange and remove 

items. A group behaves as one item and includes users assigned to the group. In the 

event of changes, the telephone directory is updated automatically with new users 

being added to the end of the group. Use the context menu to arrange the users 

alphabetical ly . 
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Name Tags  Card  

Use the card to assign users to the speed dial buttons of the display -equipped 

2NÈ Helios IP units and set  the information to be displayed . Select a layout for the 

name tags to be displayed, or use images of your own  for the backgroun d.  

Layout  types:  

Â Si ngle  ï one item.   

Â Double  (horizontal) ï two items.   

Â Quadruple  ï four items.   

Â Custom  ï four items, user -selected  image in the background.  
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In the Custom  layout, push the Change Image  button to insert an image of your 

own. The recom m ended image size is 320 x 208 pixels . Any other size will be adapted 

automatically . 
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Adverts  Card  

2NÈ Helios IP provides a list of images to be displayed at  idle time . You can add any 

image from your PC to the list, such as your company logo, the openin g hours or an 

advertisement. Use a 320 x 240 pixel image  to avoid automatic adaptation of the 

image . Select the image switching time for each image added . 

 

 



Devices  3.3 

 

27 
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Device Settings 

Use t he Settings  card to set all of the 2N È Helios IP parameters .  Refer to the 2NÈ 

Helios IP Configuration Manual for details . 

 

 

Caution  

Â Make sure t hat the network parameter settings are correct  before load ing  

a configuration to a device . 
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3.4 Users 

A system user means  an individual using the intercom  system. A system user has 

access  to a zone or is available on a speed dial button (name label) of any intercom  in 

the system.  

 

To c reat e a user:  

Â Go to the Users  item  in the ta gs. 

Â Retrieve  the user name and abbreviated name . 

Â Enter the activation codes and set up a photo  if required .  

Â Press Create  to confirm your user creation.  

 

One or mo re telephone numbers can be assigned to each user and a substitute whom 

the intercom  will call if the user is unavailable.  The address of a computer ( Station 

Address ) on which HipEye application has been  installed can be entered.  

Tip  

Â Users can be grouped in user groups for setting of batch access rights for 

seve ral users simultaneously ï refer to  Subs.  3.5 . 
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Card to User Assignment 

The RFID cards are used for user identif ica tion  in the system.  One or more RFID cards 

can be assigned to one user. User  RFID cards are edited on each userôs Cards card.  

 

To create  a user card using a USB card reader ( Part No.  9137420E) connected to the 

computer:  

Â Press Create Card .  

Â Press the gree n button behind  the Identification  box . 

Â Hold  the card to the reader (the card number will be filled in including the 

prefix 1*) .  

Â Press Create  to confirm your card creation . 

 

To create a user card by reading a card in the intercom :  

Â Read the card in the term inal and find its number in t he web configuration 

interface -  Card reader  / Access log .  

Â Press Create Card .  

Â Fill in the card number including the prefix 0* .   

Â Press Create  to confirm your user creation.  
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User to Group Assignment  

On the Groups  card, users ca n be assigned to one or several user groups.  User 

groups are used  for batch set ting  of access rights for several users  simultaneously . To 

assign a user to a group , check  off  the box in front of the name of the relevant group.  
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User to Zone Assignment  

On the Zones  card, user access rights to individual zones are defined. To access a 

zone , check off the box  behind  the name of the relevant zone.  Automatic access to 

parent zones can be permitted by choosing Check to allow user access to parent 

zones .  If access to a zone is permitted, the zone is green -shaded .  If a zone is 

green -marked  without the box being checked off, the user access to the given zone is 

permitted due to the user ôs assignment to a user group with  access to th e zone.  
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3.5 User Groups  

Users  of the 2N È Helios  IP system can be divided into user groups.  Such  user groups 

allow for easier batch assign ing  of access rights to a great number of users.  

Remember to create one user group at least w hile making a new configuration . 

 

 

To c reat e a user g roup :   

Â Go to the User Groups item in the ta gs. 

Â Call up  the Create group context menu  in the item list . 

Â Enter the user group name .   

Â Press Create  to confirm your user group creation.  
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User to Group Assignment 

On the Users  card, users can be added to or remo ved from a user group.  The list on 

the left shows the selected user s and the list on the right shows the users that  are not 

assigned to this group. Use the arrow buttons between the lists  to move the users .  

 

  










