Release notes Lift8 and LiftIP

Version: 2.8.4
Final version: 2.8.4.33.18
Date: 19.12.2022
New features and improvements
1. Web address changed from www.2n.cz to www.2n.com
2. Lift8 - Voice menu for Spain added
3. Lift8 - Voice menu for Latin America (Spain) added
4. Service tool – Fixed position of parameter groups, independently on languages
5. L8 server - Support of LiftIP2 on Lift8 server
6. Communicator - Dual audio output added – different audio output can be set for ringing and for call, improved management of connected audio devices
7. Control Panel – Increased maximal length of intercom name from 15 to 49 characters
8. Control Panel – Specific response (Custom) to Lift8 to confirm Checking call, Alarm call and Call to Lift8 added

Bugfixes
1. Fixed translation in tool texts and hints
2. Fixed issues in manuals and in references to manual in tools
3. Lift8, LiftIP – Support of SIP proxy registration after change in Netstar
4. Service tool - Wrong functionality of calendar, when month changed, day of weeks stays from last month
5. LiftIP – Checking call timeout can result to incorrect end of call when registration during the waiting changes
6. LiftIP – Finding in logs improved, wrong function of help fixed
7. Service tool - Selection of connection in service tool for LiftIP selects more than one connection
8. Service tool – Hidden keyword for parameter 1122 – keyword for RTSP connection to camera in service tool
9. Service tool – Improved search in logs, now is case sensitive 
10. Service tool – Graphical view to configuration fixed
11. L8 Server – MapQuest API service change supported to keep map functionality unchanged
12. Communicator - During incoming call to Communicator, the map is not visible
13. Communicator – Wrong position of intercom position on map, when windows size changed, improved accuracy of position
14. Communicator – Incorrect setting of audio device for input and output
15. Communicator – Incorrect displaying of names of audio devices – 32 characters only
16. Communicator – Adding new Lift8 fails in specific circumstances
17. Control Panel - List of intercoms in Control panel doesn’t show added intercom before refresh, not full view to all intercoms as admin without selected group of intercom
18. Control Panel - Configuration of maps available to prevent issues connected with end of service MapQuest
19. Control Panel - Fixed error in setting of test E-mail
20. Control Panel – CPC Antenna 2N Extension support bug fixed
21. Control Panel – Specific response to Lift8 to confirm Checking call, Alarm call and Call to Lift8 fixed
22. Control Panel – ID extraction from CPC Antenna 2N ext. protocol fixed
23. Control Panel – Export of alarm call has missing information about Agent, when the value is Server
24. Control Panel – Export of call from intercom detail shows only test call

Version: 2.8.3
Final version: 2.8.3.33.14
Date: 28.6.2022
New features and improvements
1. Lift8 – Identification of lift shaft in alarm call by voice message.
2. Lift8 – Alarm button self-test added, special type of alarm button needed.
3. Lift8 – Italian voice menu added.
4. Lift8 – Polish voice menu added.
5. Lift8 - Possibility to set siren output on the machine room communicator when alarm call activated.
6. Lift8 - Information E-mail from alarm call to Control Panel (additional functionality to E-mail notification about checking call).
7. LiftIP – Italian voice menu added.
8. All tools - GUI of Lift8 supports seven languages: CZE, ENG, ESP, GER, FRA, ITA, RU.
9. Communicator - Plan or map of the area with marked locality of lift is visible during emergency call.
10. Communicator - Possibility to set keyboard shortcuts for define actions in Communicator to allow use of keyboard emulator.
11. Communicator – Test of microphone connection added.

Bugfixes
1. Installation - Missing DLL libraries when Lift8 tools installed, mostly connected with Win10.
2. Lift8 - Time overflow error – when Lift8 runs 49,7 days, timer overflow can result into unexpected irregularities in function.
3. Lift8 – Alarm call with CPC Antena support failed in intercom identification – first number lost.
4. Lift8 - Time synchronization by SNTP on by default – log with correct timing supported.
5. LiftIP – issue with Payload Type for DTMF.
6. LiftIP – communication issue with AVAYA – too long packets.
7. LiftIP – After change of configuration confirmed by password, wrong password reported.
8. Service tool - doesn’t correctly display all parameters depending on screen resolution.
9. Service tool – incorrect filter, only numbers applied.
10. Service tool – Device info error when older device connected because of missing hwinfo.
11. L8 Server - Special characters for example - !@#$% - can’t be used as part of the SIP password.
12. L8 Server -  after change of IP address on connected PC registration failure occur.
13. L8 Server – Error occur when E-mail report sent to three or more address.
14. L8 Server – Empty E-mail address for notification results into application lock or sending error.
15. Communicator - Deleting of Control panel user, who is registered in Communicator results In lock of the application.
16. Communicator - crash when display resolution changes.
17. Communicator - direct call user is not correctly signed off after user delete performed.
18. Communicator - doesn’t allow moving of map by scrollbar.
19. Communicator – when size of map changed, the change is not permanent.
20. Communicator - crash when display resolution changes.
21. Communicator - direct call user is not correctly signed off after user delete performed.
22. Communicator - doesn’t allow moving of map by scrollbar.
23. Communicator – when size of map changed, the change is not permanent.
24. Communicator - doesn’t allow moving of map by scrollbar.
25. Communicator – when size of map changed, the change is not permanent.
26. Communicator - doesn’t allow moving of map by scrollbar.
27. Communicator – when size of map changed, the change is not permanent.
28. Communicator – When filtering by length of call or agent used, application crashes.
29. Control panel - When Call server is set, correct visualization of all details in graphics is not guaranteed.
30. Control panel – forced save of storage setting before next step can be performed.
31. Control panel – When more intercoms on one plan placed, it is not possible to remove any of them.
32. Control Panel – Test of storge availability, if lost, warning generated.
33. Control Panel – searching of intercom by address in map failed.

