Release notes Lift8 and LiftIP
Version: 2.8.5 – LTE support
Version: 2.8.5.33.28

New features and improvements
1. Lift8 - France language added to voice menu
2. Lift8 – Support for LTE module integration and communication
3. Lift8 – SIP call using LTE module and wireless data connection implemented, direction of call defined by prefix
4. Lift8 – VoLTE call support using LTE module
5. Lift8 – SMS services added to support LTE module
6. Lift8 – Data connection support for LTE module
7. Lift8 – Firmware in LTE module upgrade support
8. Lift8 – LED functionality changed to support new features connected with LTE module use, description of new functionality in user manual
9. Lift8 – Compressing of log files configured, block compressed when size 10MB reached
10. Lift8 – Reporting of LTE module FW version, both the application FW and module FW, adding to log
11. Lift8 – Restart of LTE module when the malfunction detected, including logging of this situation with details allowing troubleshooting
12. Service tool – SIP and VoLTE status visualization when LTE module assembled
13. Service tool – Reset for I/O module added to set default settings
14. L8-Server – Repeating unsuccessful registration attempt till restart of application fixed  

Bugfixes
1. Lift8 - Change in checking call DTMF timing, unwanted space fixed
2. Lift8 – Incorrect DTMF signaling during alarm call fixed, timing of signals for call end changed
3. Lift8 – Watchdog for SIP connection on Ethernet port added, restart of SIP engine when registration failed
4. Lift8 – Day of week for checking call functionality fixed
5. Lift8 – Default time setting from programming tool by DTMF fixed
6. Lift8 – Parameter ‘day of week’ (986) shifted, beginning of week now Monday
7. Lift8 – Incorrect finishing of SIP checking call thru Ethernet connection
8. Lift8 – Default battery expiration time changed from 3 years to 2 years, according standards
9. Lift8 – When PIN for SIM is filled with incorrect value, the PIN is after restart repeated till SIM blocked and PUK needed, now blocking of SIM avoided and wrong PIN indicated by LED 
10. Service tool – Beep notification of I/O module, input and output divided
11. Service tool – Popup notification of I/O module status can result in application crash, fixed
12. Service tool – Filtering of connection status fixed
13. Service tool – Connection attempt during device factory reset results in impossibility of later connection, fixed
14. Communicator – error in compatibility of database resulting to impossibility to save time setting fixed
15. Communicator – change in PJSIP licensing done because of different mode of use
16. Communicator - License politics error fixed, real status of license displayed
17. Control panel – Incorrect export of Operational Calls report – format error fixed
18. Control panel – Export of alarm call identification file corrected
19. Control panel – Incorrect way for new group creation by superuser in another group fixed
20. Control panel – License politics error fixed, group licenses working after expiration
21. Control panel – Communication with Lift8 during the call may result in application crash, fixed
22. Graphic of tools – Resolution of application window setting changed
23. All tools – After replacing from computer some empty directories resists, fixed
24. Whole system – 2N logo changed
